
Pyrrhos Binder

• Abrasion resistant after drying and at use   
 temperatures
• Fully water-resistant after 100-150 C
• Outgassing (mostly water) completed by 450 C
• Inhibits corrosion
• Works on metals and ceramic substrates
• Good in all atmospheres, including air
• Silicone-emulsion based binder
• No primer coating required
• No cure needed
• Safe, water-based  

Water-Based, Alkaline pH, Silicone Heat-Resistant Binder

Ideal Use

Speci�cations

 Use Notes

Active Ingredient        Potassium Silicate
Max Use Temperature       >800 C/>1472 F
Use Atmosphere All
Fired Composition              K2O-SiO2
Hardness                                   High
Liquid Carrier  Water
Water Resistance, after 100-150 C  High
Ability to Suspend Solids  Medium-High  
Brook�eld Viscosity (cps) 160 @2/60
Speci�c Gravity  1.13
Color                                                 Gray
Shelf Life (months) >12
Coating pH 9-10
H F R Ratings 1-0-0
 Substrate Use     All
% Volatiles         65 

• Binder
• Suspender
• In�ltrant

1. Add refractory ‘’�ller” (<10 microns preferred)
2. Start at 50wt.% powder. Mix by rolling/shaking.
3. If too thick, add water; if too thin, add powder.
4. Re-mix by rolling or shaking

After making paint above, clean substrate, 
apply paint, dry (with no cure needed), and 
place into use.

Pyrrhos Binder is a gray, water-based, silicone 
binder that produces tough, abrasion-resistant, 
and water-resistant coatings on all substrates.    
Full water-insolubility occurs after 100-150 C with 
all outgassing complete around 450 C.   The 
binder produces good coatings with powders 
that are compatible with pH Alkaline/Basic 
liquids; usable to over 800 C (1472 F).

Key Attributes

Safety Information

Sizes and colors

Pyrrhos is a gray colored binder.
Standard Size: 1 Quart or 1 Gallon Nalgene
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ZYP Coatings, Inc. (ZYP) makes no warranties, express or implied, including the warranty of merchantability or �tness for 
a particular service.  Product is for industrial/commercial use only.   Users should determine suitability for their use.  

In no event will ZYP be liable for any direct, indirect, incidental, special or consequential damages or losses including, 
but not limited to loss of pro�ts, in any way related to this product regardless of the legal theory asserted.

• Consult SDS before use. 
• Avoid breathing of vapors.
• For industrial use only
• Keep from freezing.

CAUTION: DO NOT CONTACT WET COATINGS WITH MOLTEN METAL. 

Possible Fillers

• Powders compatible with pH-Alkaline liquids
• Consider eutectics


