
Boron Nitride Products
● Provide Nonwetting for Smooth/Uniform Liquid Metal Flow

● Are Ideal Paintable Coatings for Casting Tables and Transition Plates

● Stops Dross Buildup

USE AREAS INCLUDE
Wagstaff and Other Casting Tables

WATER-BASED COATINGS

I. Boron Nitride Lubricoat (white version) can be used ‘as is’ or diluted with water and is
applied like ordinary housepaint by air-spraying or brushing.

II. Boron Nitride Lubricoat Blue is ideal for visualizing the coating onto white ceramic surfaces
and is non-contaminating to the molten aluminum alloys.

III. Z Primercoat is useful for sealing old casting tables (having residual Bone Ash) before applying
the above Boron Nitride coatings.

IV. BN TPC is a pink-tinted coating especially designed as ready-to-use for coating transition
plates, giving an extra-smooth finish (and can be polished for even greater smoothness).

ADVANTAGES
● Improves Molten Metal Flow

● Extends Refractory Lifetime (stops deterioration from sticking/wetting)

● Reduces Inclusions

● Lowers Maintenance Requirements/Costs

https://www.zypcoatings.com/product/bn-lubricoat/
https://www.zypcoatings.com/product/bn-lubricoat-blue/
https://www.zypcoatings.com/product/z-primercoat/
https://www.zypcoatings.com/product/bn-tpc/

